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WN 400  |  Plastic Fixed Clamping Levers
Nylon Plastic with Steel Components • Tapped Type • Inch Size

Handle

Glass fiber reinforced thermoplastic with 

molded-in stainless steel inlay

Tapped insert and screw

Steel, black oxide finish

Bushing 

Stainless steel

Standard colors

K   Shiny Black Smooth Finish,  

electrostatically applied powder coat

O  Orange

G  Gray 

Non-adjustable hand levers WN 400 are the 

results of modern industrial design: glass fiber 

reinforced thermoplastic handle with molded-

in metal insert. Handle and tapped insert are 

assembled together via the screw and bushing.

The solid steel tapped insert allows the operator 

the ability to apply additional torque where 

needed to the item being clamped or fastened.

Maximum heat resistance: 110°C (230°F).

Metric thread sizes available upon request.

Non-adjustable plastic levers with all stainless 

steel components available upon request.

Inch Table Dimensions in: inches (millimeters)

*  For optional-standard colors replace the last digit with the desired suffix: K (Shiny Black Smooth Finish), O (Orange), G (Gray).  
Example of part number for Orange lever: 1TFL1O

Part Number
l1

d1

Tapped
d3 d4 h1 h2 h3

t

min.
A/F

Black*

1TFL1K
1.77
(45)

10-32
.39
(9.9)

.57
(14.5)

.96
(24.4)

.16
(4.1)

1.38
(35.1)

.31
(7.9)

.12
(3)

2TFL1K 10-24

3TFL1K 1/4-20

3TFL2K 2.48
(63)

1/4-20 .53
(13.5)

.72
(18.3)

1.22
(31)

.26
(6.6)

1.77
(45)

.39
(9.9)

.16
(4.1)5TFL2K 5/16-18

5TFL3K 3.07
(78)

5/16-18 .63
(16)

.86
(21.8)

1.42
(36.1)

.31
(7.9)

2.17
(55.1)

.55
(14)

.16
(4.1)6TFL3K 3/8-16

6TFL4K 3.62
(92)

3/8-16 .75
(19)

.99
(25.1)

1.69
(42.9)

.43
(10.9)

2.56
(65)

.67
(17)

.20
(5.1)8TFL4K 1/2-13


