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ISO 9001 Supplier

ISO 9001 Supplier

LY 100  |  Lanyards

Inch Size • For Rapid Release •  

With or without Tab

Lanyard  Stainless steel cable

Length 6 or 8 inch (152 or 203 mm)

FR 100.2  |  Flanged Receptacles

Inch Size • For Rapid Release

Body  Stainless steel

Diameter D 1 – 1.125 inch  

 (25.4 – 28.58 mm)

Fits Pin .25 – .5 inch (6.35 – 12.70 mm) 

Diameter

RP 100.1  |  T-Handle Rapid  

Release Pins

Inch Size • With Stainless Steel Shank

Shaft  Stainless steel, heat treated

Handle  Machined from aluminum alloy

Diameter A .372 – .623 inch  

 (9.45 – 15.84 mm)

Diameter F 2.07 – 3.10 inch  

 (52.5 – 78.7 mm)

Grip Length 1 – 6 inch

RP 100  |  T-Handle Rapid  

Release Pins

Inch Size • With Steel Shank

Shaft  Steel, hardened, zinc-plated

Handle  Machined from aluminum alloy

Diameter A .247 – .623 inch  

 (6.31 – 15.84 mm)

Diameter F 1.82 – 3.10 inch  

 (46.1 – 78.7 mm)

Grip Length 1 – 6 inch 


