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Series 48RA and 48RB Multi-Vane Air Motors

SPECIFICATIONS
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EQUIPMENT OPTIONS
Furnished with
Cataloged Models Standard Options

Side Inlet Backhead               R4840-102 Rear Inlet Backhead

▲ ALL models must be operated with sufficient load to prevent speed from exceeding maximum allowable speed shown on performance curve.
Performance figures are at 90 psig (620 kPa) air pressure.

Air
Speed at Consumption

Model Max. Power Max. Power Free Speed▲ Starting Torque Stall Torque at Max. Power Weight
hp kw rpm rpm Ib.-ft. Nm Ib.-ft. Nm scfm m3/m lb. kg

Reversible

48RA005 3.1 2.31 930 1690 26 35.3 35 47.5 95 2.69 44 20
48RA008 3.1 2.31 638 1160 38 51.5 51.5 69.8 95 2.69 44 20
48RA011 3.1 2.31 423 772 57 77.3 77.5 105 95 2.69 44 20
48RA014 3.1 2.31 332 612 72 97.6 98 133 95 2.69 44 20
48RA017 3.1 2.31 278 511 86 117 117 159 95 2.69 44 20
48RA022 3.1 2.31 213 390 113 153 154 209 95 2.69 44 20

48RB029 3 2.24 162 292 135 183 189 256 90 2.55 75 34
48RB036 3 2.24 131 236 167 227 234 317 90 2.55 75 34
48RB045 3 2.24 105 188 209 283 295 400 90 2.55 75 34
48RB078 3 2.24 60 108 364 494 513 696 90 2.55 75 34
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Series 48RA and 48RB Multi-Vane Air Motors

SERIES 48RA AND 48RB DIMENSIONS

1-3/4"
(44.5mm)

1/2" NPT
REVERSE
INLET

1/2" NPT
FORWARD
INLET

1-1/2"
(38.0mm)

SIDE INLET BACK HEAD
(MOTOR CAN BE ROTATED

120˚ EITHER DIRECTION TO
RELOCATE INLET PORTS)

1/2" NPT
REVERSE
INLET

1/2" NPT
FORWARD
INLET

1-1/2"
(38.0mm)

OPTIONAL
REAR INLET BACK HEAD

1.0"
(25.44mm)

3/4"
(19.0mm)

4.0"
(102.0mm)
DIA

2-7/8"
(73.0mm)

REAR INLET
BACK HEAD

4-3/8"
111.0mm)
DIA

7-23/32"
(196.0mm)

9/16"
(14.0mm)

15-7/8"
(403.0mm)

7-19/32"
(193.0mm)

OPTIONAL
1.0" NPT
PIPED-AWAY
EXHAUST
(360˚ ROTATABLE)

2-3/16"
(55.5mm)

2.0"
(51.0mm)
DIA

5.732"
(146.0mm)

2-1/2"
(64.0mm)

9-11/32"
(237.0mm)

6-1/8"
(156.0mm)

SERIES 48RB

SHAFT
RADIAL
LOAD

1.0"
(25.4mm)

3-1/16"
(78.0mm)

1.5" DIA
– .0005"
(38.1mm
– .013mm)

4.5" DIA
– .002"
(114.3mm
– .051mm)

KEY 3/8" SQ. x 2.0" LONG
(10.0mm SQ. x 51.0mm)

1/8"
(3.0mm)

9/16"
(14.0mm)

9/16"
(14.0mm)

4-7/32"
(107.0mm)

1/8"
(3.0mm)

KEY 1/4" SQ. x 1-5/8" LONG
(6.0mm SQ. x 41.0mm)

4.5" – .002"
(114.3mm  – .051mm)
DIA

1.0" – .0005"
(25.4mm  – .013mm)
DIA

2-1/16"
(52.0mm)

2-1/4"
(57.0mm)

13/16"
(20.7mm)

SHAFT
RADIAL
LOAD

2-1/2"
(64.0mm)

2-5/32"
(55.0mm)

5-3/8"
(137.0mm)

11/16"
4 HOLES
(18.0mm) DIA

4.0"
(102.0mm)

7/8"
(22.0mm)

8.0"
(203.0mm)

4.0"
(102.0mm)

3/4"
(19.0mm)

10-1/2"
(267.0mm)

45˚
30˚ 45˚

30˚

5-13/16"
(148.0mm)

3-13/16"
(97.0mm)3/8-16 TAP

12 HOLES
5/8" (16.0mm) DEEP
ON 5.875" (149.0mm) DIA

FRONT END VIEW
ALL SERIES

SERIES 48RA
(MOTOR DIMENSIONS ARE SAME AS 48RB)
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CONTACTA CON NOSOTROS

suministros@pegamo.es
T.  943 491 788
F.  943 371 001

En Pegamo Suministro Industrial llevamos desde 1982 vendiendo, alquilando 
y reparando Herramienta Hidráulica, Herramienta Neumática y Herramienta 
Manual de las principales marcas del mercado.

Te asesoramos para que encuentres la mejor solución a las necesidades de 
tu empresa.
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