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EN 570  |  Plastic Crank Handles
With Revolving Handle

Crank Body  Technopolymer plastic, black 

Hub  Steel, black oxide finish, 

molded in  

Revolving  Technopolymer plastic, with 

Handle   zinc-plated steel threaded 

stem. See GN 598, page 174

Length l 2.52 – 8.35 inch (64 – 212 mm)

Pilot Hole d1 .24 – .47 inch (6 – 12 mm)

MH-MRS  |  Plastic Crank Handles
Economical • With Low Profile Locking 

Retractable Handle

Crank Body  Matte black, glass-fiber 

reinforced nylon plastic

Hub Steel, zinc plated, molded in

Retractable  Black nylon plastic with zinc-

Handle   plated steel stem

Length G 3.15 – 6.30 inch (80 – 160 mm)

Pilot Hole d .16 – .24 inch (4 – 6 mm)

MH-PGR  |  Plastic Crank Handles
Economical • With Locking Retractable Handle

Crank Body  Matte black, glass filled nylon 

plastic

Hub Steel, zinc plated, molded in

Retractable  Black nylon plastic with zinc-

Handle   plated steel stem, see PGR, 

page 210

Length G 3.15 – 6.30 inch (80 – 160 mm)

Pilot Hole d .157 – .236 inch (4 – 6 mm)

Elesa Model MT

ISO 9001 Supplier

EN 570.3  |  Plastic Crank Handles
With Locking Retractable Handle

Crank Body  Technopolymer plastic, black 

matte finish  

Hub  Steel, black oxide finish, 

molded in  

Retractable  Technopolymer plastic, with 

Handle  black oxide steel stem  

Length R 3.15 – 8.35 inch (80 – 212 mm)

Pilot Hole d .24 – .47 inch (6 – 12 mm) Elesa Model MT+IR


