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VPRA/VPRA-M  |  Plastic Solid Disk Handwheels
With or without Revolving Handle

Handwheel body

Black phenolic plastic

Hub

Steel, zinc plated, molded-in

Revolving handle

Black phenolic plastic hand piece with zinc 

plated steel threaded spindle

No mounting hole in handwheel rim for 

handwheel without handle

Handle shipped loose; mounting of handle is 

required

Both dimensions, inch and metric, are 

interchangeable

Disk handwheels VPRA/M with revolving 

handle are distinguished by modern design. 

An excellent choice for light-medium duty 

applications.

Countersunk washers for handwheel retention, 

see GN 184, page 661.

Maximum heat resistance of phenolic plastc: 

150°C (300°F).

Modifications such as metric and inch size 

through bores, blind bores or threaded bores 

available upon request.

Special bores, keyways, set screw holes, etc. 

available upon request.

Metric Table Dimensions in: millimeters (inches)

Part Number

D

d

Pilot

Hole

A C B E F H L L1 K
n

Thread
With

Handle

Without

Handle

7102001 7101001
50

(1.97)
4

(.157)
16
(.63)

11
(.43)

10
(.39)

9
(.35)

20
(.79)

23
(.91)

50
(1.97)

27
(1.06)

13
(.51)

M6 x 1.0

7102002 7101002
65

(2.56)
4

(.157)
20
(.79)

13
(.51)

13
(.51)

10
(.39)

24
(.94)

28
(1.10)

55
(2.17)

27
(1.06)

13
(.51)

M6 x 1.0

7102004 7101004
80

(3.15)
4

(.157)
20
(.79)

14
(.55)

15
(.59)

10
(.39)

27
(1.06)

31
(1.22)

71
(2.80)

40
(1.57)

17
(.67)

M6 x 1.0

7102006 7101006
100
(3.94)

4
(.157)

24
(.94)

14
(.55)

16
(.63)

11
(.43)

29
(1.14)

35
(1.38)

85
(3.35)

50
(1.97)

21
(.83)

M8 x 1.25

7102011 7101011
125
(4.92)

6
(.236)

32
(1.26)

16
(.63)

18
(.71)

13
(.51)

35
(1.38)

44
(1.73)

99
(3.90)

55
(2.17)

23
(.91)

M8 x 1.25

7102016 7101016
150
(5.91)

6
(.236)

32
(1.26)

18
(.71)

20
(.79)

13
(.51)

37
(1.46)

48
(1.89)

113
(4.45)

65
(2.56)

25
(.98)

M10 x 1.5

7102021 7101021
200
(7.87)

6
(.236)

40
(1.57)

21
(.83)

24
(.94)

16
(.63)

44
(1.73)

58
(2.28)

143
(5.63)

85
(3.35)

28
(1.10)

M10 x 1.5

7102026 7101026
250
(9.84)

6
(.236)

48
(1.89)

22
(.87)

30
(1.18)

17
(.67)

49
(1.93)

66
(2.60)

151
(5.94)

85
(3.35)

28
(1.10)

M10 x 1.5

7102031 7101031
300

(11.81)
6

(.236)
58

(2.28)
24
(.94)

35
(1.38)

18
(.71)

55
(2.17)

76
(2.99)

161
(6.34)

85
(3.35)

28
(1.10)

M10 x 1.5


