44-Series Power Motors

SPECIFICATIONS
TORQUE AR
R-P.M. OUTPUT CONSUMPTION SOUND LEVEL
FREE LOAD SPEED STALL @MAX. H.P. @FREE SPEED @FREE SPEED  WEIGHT GEAR
MODEL SPINDLE SPEED @MAX. H.P. Ib.ft. Nm Ib. . Nm SCFM  L/s dB(A) Ibs. kg. REDUCTION
NON-REVERSIBLE - 2.0 H.P.
8200-A 7/8" Keyed 275 140 124.00 [168.0 75.00 |101.6 | 95.0 44.8 80 18.24 | 8.20 Double
8201-A 7/8" Keyed 500 2565 70.50 | 95.5 41.00 | 565.5 | 95.0 44.8 80 18.24 | 8.20 Double
8202-A 7/8" Keyed 900 445 40.50 | 54.9 24.00 | 325 | 95.0 44.8 80 18.24 | 8.20 Double
8204-A 7/8" Keyed 3,500 1,740 10.20| 13.8 6.00 | 8.1 95.0 44.8 80 13.82 1 56.21 Single
8205-A 7/8" Keyed | 14,000 | 7,000 285| 3.9 1.60| 2.0 | 95.0 44.8 80 13.82 1 5.21 Single
REVERSIBLE - 1.9 H.P.
8206-A 7/8" Keyed 275 150 105.00 (142.3 66.5 | 90.1 O85! 441 95* 18.24 | 8.20 Double
8207-A 7/8" Keyed 500 250 60.00 | 81.3 39.9 | 54.1 93.5 441 95* 18.24 | 8.20 Double
8208-A 7/8" Keyed 900 450 356.00 | 47.4 22.2 | 30.1 93.5 441 95* 18.24 | 8.20 Double
8209-A 7/8" Keyed 2,000 1,000 15.0 | 20.3 997|135 | 9356 441 95* 13.82 | 5.21 Single
8210-A 7/8" Keyed 3,500 1,800 8.5 115 564 75 | 9356 441 95* 13.82 1 5.21 Single
8211-A 7/8" Keyed | 14,000 | 7,000 2.2 3.0 143 19 | 935 441 95* 13.82 1 56.21 Single
*Requires installation for reversible motors - shown on page 85.
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Model
8211-A 4,500 9,000 13,500
8210-A 1,125 2,250 3,375
8209-A 639 1,278 1,917
8208-A 288 576 864
8207-A 160 320 480
8206-A 88 176 264
STANDARD EQUIPMENT OPTIONS FOR SPECIFIED MODELS

Steel motor housing, flush-type grease fittings
at rotation points for gear and bearing lubri-
cation, exhaust manifold rotatable within 360°,

and muffler. ‘
L5

EQUIPMENT OPTIONS
37892-1 Foot Bracket

41784 3/4" (19.1 mm) Male Square-Drive
Adapter for 7/8" (22.23 mm) keyed
37892-1 spindle.

/ FOOT 41512 Throttle & Bracket Assembly for
BRACKET forward-rotation nutsetters.
See page 168.

41512-1Throttle & Bracket Assembly for
reversible nutsetters. Includes two
NOTE: Gear housing has precision pilot diameter 4Q1u5ic1|2-Ichurr?rfgeEsxﬁgﬂ;tw\(/)aﬂ/%?z_1
and four mounting holes (6/16"- 24) for flange See page 168.
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Dimensions - 44-Series Power Motors & Mounts @ IngersollRand.

44-SERIES AND MOUNTING
ACCESSORY DIMENSIONS
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REVERSIBLE ROTATION, DOUBLE REDUCTION SHOWN
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Gear
Models Reduction | Dimension A
8203-A  8204-A  8205-A Single 11-17/64
8209-A 8210-A 8211-A 286 mm
8206-A 8207-A  8208-A Double 14-1/16
8200-A 8201-A  8202-A 373 mm
Scale B (o] D E F G H L M N
Inches 4.090 2.996 .369 .8743 2.483 .1872 528 3/8 2.498 5/16-24
4110 2.998 .374 .8748 2.559 .1875 531 NPTF 2.502 UNF-2B
mm 103.89 76.10 9.37 22.21 63.07 4.75 13.41 Air 63.45 Thread
104.39 76.15 9.50 22.22 65.00 4.76 13.49 Inlet 63.55
Scale o Q R S T U v w X
Inches 2-1/2 3 3-3/16 5-3/16 5 1-7/16 2-27/32 2 5-7/16
mm 63 76 81 132 127 36 72 51 138
>G 2.490 - 2.510 (63.25 - 63.75 mm)
| DIA. BOLT CENTER
S —>
45°(REF) .318 - .338
(8.08 - 8.59 mm)
/ DIA. THRU
Z]m C’BORE .615 - .635 5 )
F (15.62 - 16.13 mm) 4 N4
H A R DIA.
RE| T .302 - .322 —
RER) 3 T {7.67 -8.18 mm) 5 N
] DEEP 0
L 4 - HOLES
N B T
=t A ' ”
als CH= E

S

T T
318 - .338 (8.08 - 8.59 mm) DIA. THRU
le——C 318 - .338 0> C’BORE .615 - .635 (15.26 - 16.13 mm) DIA.
Lf D :jTH (8.08 -8.59 mm) | N ——>

DA e oY le— | e —» DEPTH SHOWN - 4 HOLES

37892-1 FOOT MOUNTING BRACKET

Scale A B C D E F G H
Inches 1.490 | 3.115 3.781 3.968 .437 .240 671 4.812
1510 | 3.135 3.843 4.062 .562 .260 718 4.937

mm 37.85 | 79.12 96.04 |100.79 11.10 6.10 17.04 |122.22
38.35 | 79.63 97.61 103.17 14.27 6.60 18.24 |125.40

Scale 1 J L M N o R S
Inches | 3-1/2 .490 2.240 2.365 2.490 1.240 2.999 .240
510 2.260 2.385 2.510 1.260 3.000 .260

mm 88.90 | 12.45 56.90 60.07 63.25 31.50 76.17 6.10
12.95 57.40 60.58 63.75 32.00 76.20 6.60
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SUMINISTRO
INDUSTRIAL

En Pegamo Suministro Industrial llevamos desde 1982 vendiendo, alquilando
y reparando Herramienta Hidraulica, Herramienta Neumatica y Herramienta
Manual de las principales marcas del mercado.

Te asesoramos para que encuentres la mejor solucion a las necesidades de
tu empresa.

CONTACTA CON NOSOTROS

Pol. Lintzirin Gaina, B2 suministros@pegamo.es
20180 Oiartzun. T. 943 491788
Gipuzkoa - Spain F. 943 371 001

(9 MAQUINARIA SUMINISTRO CARRETILLAS
GRUPO PEGAMO DESDE 1982 = ESPECIAL INDUSTRIAL ELEVADORAS WWW.PEGAMO.ES



