2200-Series Power Motors with 44-Series Gearing

SPECIFICATIONS
TORQUE AIR
R.P.M. OUTPUT CONSUMPTION SOUND LEVEL

FREE LOAD SPEED  STALL @MAX. H.P.  @FREE SPEED @FREE SPEED  WEIGHT GEAR

MODEL  SPINDLE SPEED @MAX. H.P. Ib.ff. Nm Ib.ffl. Nm  SCFM LUs dB(A) Ibs. kg. REDUCTION
NON-REVERSIBLE - .90 H.P.
8276-1A | 7/8" Keyed 700 350 27.0 37.0 13.5 18.5 41.6 19.6 78 10.10| 4.55 2
8276-2A | 7/8" Keyed 350 180 50.0 | 68.0 260 | 36.0 | 41.6 19.6 78 10.10| 4.55 2
8276-3A | 7/8" Keyed 300 150 60.0 | 82.0 320 | 430 | 41.6 19.6 78 1450 | 6.52 3
8276-4A | 7/8" Keyed 160 90 105.0 | 143.0 3.0 | 72.0 41.6 19.6 78 1450 | 6.52 3
8276-5A**| 7/8" Keyed 100 50 **150.0 | 206.0 95.0 |130.0 | 41.6 19.6 78 1450 | 6.52 3
8276-6A**| 7/8" Keyed 50 25 **150.0 | 206.0 |**150.0 |206.0 | 41.6 19.6 78 1450 | 6.52 3
REVERSIBLE - .65 H.P.

8274-A 7/8" Keyed 800 450 13.0 18.0 7.6 10.5 35.0 16.5 83* 10.10| 4.55 2
8274-1A | 7/8" Keyed 475 250 23.0 32.0 14.0 19.0 35.0 16.5 83* 10.10| 4.55 2
8274-2A | 7/8" Keyed 250 130 43.0 | 59.0 260 | 36.0 | 35.0 16.56 83* 10.10| 4.55 2
8274-3A | 7/8" Keyed 200 110 520 | 71.0 31.0 | 420 | 35.0 16.5 83* 1450 | 6.52 3
8274-4A | 7/8" Keyed 120 60 91.0 | 125.0 57.0 | 78.0 35.0 16.5 83* 14.50| 6.62 3
8274-5A**| 7/8" Keyed 65 35 **150.0 | 206.0 98.0 | 134.0 35.0 16.56 83* 1450 | 6.52 3
8274-6A**| 7/8" Keyed 35 18 **%150.0 | 206.0 |**150.0 | 206.0 | 35.0 16.5 83* 1450 | 6.52 3

*Requires installation for reversible motors - shown on page 85.

**NOTE: Maximum torque recommended for planetary gear system requires shear key with 150 ft./Ibs. shear strength.
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Model
Model 8274-A 255 510 765
8276-1A 225 450 675 8274-1A 153 306 459
8276-2A 112 224 336 8274-2A 78 156 234
8276-3A 97 194 291 8274-3A 63 126 189
8276-4A 52 104 156 8274-4A 38 76 114
8276-5A 32 64 9 8274-5A* 21 42 63
8276-6A* 16 32 48 8274-6A* 11 22 33
*NOTE: Maximum torque recommended for planetary gear system on these models requires shear key with 150 ft./Ibs. shear strength. “NOTE: Maximum torque recommended for planetary gear system on these models requires shear key with 150 ft./Ibs. shear strength.
Steel motor housing, flush-type grease fittings 41784 3/4" (19.1 mm) Male Square-Drive
at rotation points for gear and bearing lubri- Adapter for 7/8" (22.23 mm) keyed
cation, exhaust manifold rotatable within 360°, spindle.
and muffler. 37892-1 41512 Throttle & Bracket Assembly for

forward-rotation nutsetters.
See page 168.

EQUIPMENT OPTIONS

37892-1 Foot Bracket
NOTE: Gear housing has precision pilot diameter

and four mounting holes (5/16" - 24) for flange
28 mounting.

41512-1Throttle & Bracket Assembly for
reversible nutsetters. Includes two
41511 throttles and two 43982-1
Quick-Dump Exhaust Valves.

See page 168.



Dimensions — 2200/44-Series Power Motors & Mounts @ IngersollRand.
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Reduction Dimension A
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Triple 14-3/4
375 mm AIR INLETS, FORWARD-ROTATION MOTORS
Scale B (] D E F G H L M N
Inches 4.090 2.996 .369 .8743 2.483 .1872 528 1/4 2.495 5/16-24
4.110 2.998 374 .8748 2.559 .1875 531 NPTF 2.505 UNF-2B
mm 103.89 76.10 9.37 22.21 63.07 4.75 13.41 Air 63.37 Thread
104.39 76.15 9.50 22.22 65.00 4.76 13.49 Inlet 63.63
W-Fwd. w X
Scale o Q S T u v Rotation | Reversible | Reversible Single
Inches 7/8 8 4-7/8 3-1/2 1-1/6 1-13/16 1-3/8 1 3-15/16 4
mm 22 76 124 89 27 46 35 25 100 102
2.490 - 2.510 (63.25 - 63.75 mm) .318 - .338 (8.08 - 8.59 mm) DIA.
DIA. BOLT CENTER THRU C’BORE .615 - .635 (15.62 - 16.13 mm) DIA.
4 O(REF_)/' .302 - .322 (7.67 - 8.18 mm) DEEP 4 - HOLES
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DIA. THRU-2 — | 318 - .338 (8.08 - 8.59 mm) DIA. THRU
HOLES

37892-1 FOOT MOUNTING BRACKET

C’BORE .615 - .635 (15.63 - 16.13 mm) DIA.
DEPTH SHOWN - 4 HOLES

Scale A B C D E F G H
Inches 1.490 3.115 3.781 3.968 437 .240 671 4.812
1.510 3.135 3.843 4.062 562 .260 718 4.937
mm 37.85 79.12 96.04 100.79 11.10 6.10 17.04 122.22
38.35 79.63 97.61 103.17 14.27 6.60 18.24 125.40
Scale | J L M N [o] R S
Inches 3-1/2 1490 2.240 2.365 2.490 1.240 2.999 .240
510 2.260 2.385 2.510 1.260 3.000 .260
mm 88.90 12.45 56.90 60.07 63.25 31.50 76.17 6.10
12.95 57.40 60.58 63.75 32.00 76.20 6.60
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En Pegamo Suministro Industrial llevamos desde 1982 vendiendo, alquilando
y reparando Herramienta Hidraulica, Herramienta Neumatica y Herramienta
Manual de las principales marcas del mercado.

Te asesoramos para que encuentres la mejor solucion a las necesidades de
tu empresa.

CONTACTA CON NOSOTROS

Pol. Lintzirin Gaina, B2 suministros@pegamo.es
20180 Oiartzun. T. 943 491788
Gipuzkoa - Spain F. 943 371 001
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