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Bushing body

Steel, nitrided (surface hardened)

GN 412.2 positioning bushings are used in 

connection with the pins of indexing plungers 

and cam action indexing plungers. These 

bushings were manufactured so they can also 

be utilized or mating plunger pin recepticals 

when assembled into GN 412.1 mounting block. 

For GN 412.1 mounting blocks, see page 519.

GN 412.2  |  Steel Positioning Bushings
Metric Size • For Indexing Plungers and Cam Action Indexing Plungers

Metric Table Dimensions in: millimeters (inches)

Part Number
d1 

Thread

d2 

+.1 mm 

Bore

d3 

±.3 mm

l1 

min.

l2 

-.03 mm
l3 A/F

4MKR8 M12 x 1.5
4.2
(.17)

12.1
(.48)

9
(.35)

12
(.47)

15
(.59)

13
(.51)

5MKR8 M12 x 1.5
5.2
(.20)

12.1
(.48)

9
(.35)

12
(.47)

15
(.59)

13
(.51)

6MKR8 M12 x 1.5
6.2
(.24)

12.1
(.48)

9
(.35)

12
(.47)

15
(.59)

13
(.51)

8MKR9 M16 x 1.5
8.2
(.32)

16.1
(.63)

11
(.43)

14
(.55)

17
(.67)

17
(.67)

10MKR9 M16 x 1.5
10.2
(.40)

16.1
(.63)

11
(.43)

14
(.55)

17
(.67)

17
(.67)

12MKR9 M16 x 1.5
12.2
(.48)

16.1
(.63)

11
(.43)

14
(.55)

17
(.67)

17
(.67)

Assembly Example

GN 412.1
Mounting block

Cam action indexing plunger
Indexing plunger/

bushing  GN 412.2
Positioning


