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ISO 9001 Supplier

ISO 9001 Supplier
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Balls in locking position

1l

Push button
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Example of application
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GN 113.1  |  Self-Locking Rapid 

Release Pins

Metric Size • Plastic 3-Prong • With Steel Shank

Grip Handle  Nylon plastic

Pin Stainless steel

Diameter d1 .24 – .47 inch (6 – 12 mm)

Diameter d3 1.50 – 1.85 inch (38 – 47 mm)

Length l1 .00 – .20 inch (0 – 5 mm)

RP 200.1  |  Rapid Release Pins

Inch Size • With Stainless Steel Shank

Shaft  Stainless steel, heat treated

Handle  Machined from aluminum alloy

Diameter A .372 – .623 inch  

 (9.45 – 15.84 mm)

Diameter J .88 – 1.25 inch (22.2 – 31.8 mm)

Grip Length 1 – 6 inch

RP 200  |  Rapid Release Pins

Inch Size • With Steel Shank

Shaft  Steel, hardened, zinc-plated

Handle  Machined from aluminum alloy

Diameter A .247 – .623 inch  

 (6.31 – 15.84 mm)

Diameter J .75 – 1.25 inch (19.1 – 31.8 mm)

Grip Length 1 – 6 inch

Double SidedSingle Sided
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GN 716  |  Side Thrust Pins

Metric Size • Cylindrical •  

Single or Double Sided

Housing  Steel, black oxide finish

Ball  Stainless steel, steel or plastic

Diameter d1 .31 – .55 inch (8 – 14 mm)

Diameter d2 .12 – .31 inch (3 – 8 mm)


