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DIN 98-TP  |  Nylon Plastic Revolving Handles
Metric Size • With Plain or Threaded Shaft

Hand piece

Matte black glass fiber reinforced nylon plastic

Spindle

Steel, zinc-plated

Available with plain or threaded shaft

These revolving handles have a comfortable 

grip and are widely used on crank handles or 

handwheels.

Maximum heat resistance of nylon plastic hand 

piece: 110°C (230°F).

DIN 911 hex keys used for mounting these 

handles, are available upon request.

Plain Shaft Dimensions in: millimeters (inches)

Threaded Shaft Dimensions in: millimeters (inches)

Part Number d1

d2

h8 – tol.

Plain

d4

h13 tol.
l1≈ l2 l3

16WG59/D
16
(.63)

7
(.28)

10
(.39)

49
(1.93)

11
(.43)

5.5
(.22)

20WG59/D
20
(.79)

8
(.31)

13
(.51)

61
(2.40)

13
(.51)

6
(.24)

25WG59/D
25
(.98)

10
(.39)

16
(.63)

75
(2.95)

14
(.55)

8
(.31)

32WG59/D
32

(1.26)
13
(.51)

20
(.79)

95
(3.74)

21
(.83)

10.5
(.41)

36WG59/D*
36

(1.42)
16
(.63)

22
(.87)

106
(4.17)

26
(1.02)

11
(.43)

Part Number d1

d3

Thread

d4

h13 tol.
l1≈ l2 l3

Int. Hex

A/F

16WG59/E
16
(.63)

M6 x 1.0
10
(.39)

49
(1.93)

11
(.43)

5.5
(.22)

3
(.12)

20WG59/E
20
(.79)

M8 x 1.25
13
(.51)

61
(2.40)

13
(.51)

6
(.24)

4
(.16)

25WG59/E
25
(.98)

M10 x 1.5
16
(.63)

75
(2.95)

14
(.55)

8
(.31)

5
(.20)

32WG59/E
32

(1.26)
M12 x 1.75

20
(.79)

95
(3.74)

21
(.83)

10.5
(.41)

6
(.24)

36WG59/E*
36

(1.42)
M16 x 2.0

22
(.87)

106
(4.17)

26
(1.02)

11
(.43)

8
(.31)

*  Supplied as phenolic plastic.


