Modelo/Model: UCH-200
FICHA TECNICA Fecha/Date :2003

TECNICAL SPECIFICATIONS Revision - 2003

DATOS ARTICULO / PRODUCT DATA:

DESIGNACION DESCRIPCION CODIGO
DESIGNATION DESCRIPTION CODE

UNIDAD DE HIDRAULICA DE CORTE DIBUJO/DRAFT

UCH-200 DE PLETINA DE COBRE Y ALUMINIO 1655000

HASTA 200X15 mm.
HYDRAULIC CUTTER UNIT FOR
CONDUCTIVE BARS TO 200X15 mm.

CARACTERISTICAS TECNICAS/TECHNICAL DATA: "

FUERZA DE CORTE | PRESION DE TRABAJO | RESISTENCIA MAX. MATERIAL
CUTTER FORCE WORKING PRESSURE MATERIAL TRENGTH
120 KN 700 BAR 25 Kg/IMM?
DIMENSIONES PESO
DIMENSIONS WEIGHT
225X285X691 mm 51 KG
CARRERA CUCHILLA ANCHO INTERIOR
CUTTER TRAVEL INTERNAL WIDTH
45 mm 205 MM
VELOCIDAD DESPLAZAMIENTO MATERIAL DIMENSIONES MAX. PLETINA
CUCHILLA
BLADE DISPLACEMENT SPEED MATERIAL BILLET MAX. DIMENSIONS
(CAUDAL/FLOW: 0,55 L/MIN)
4 mm/seg CU/AL 200X15 MM

DESCRIPCION/DESCRIPTION:

e Unidad de Corte para pletina de cobre y aluminio.
e Peso reducido para facilitar el transporte.
e Realiza cortes limpios, precisos y sin rebabas ni deformaciones importantes.

= Cutter Unit for copper and aluminium busbars.

= Easy to transport due to its light weight.

= [ts simplifies the cutting of billets, it performs clean, accurate cuts avoiding roug edges and
deformations

APLICACIONES/APPLICATIONS:

e Cortar pletina Cobre y Aluminio hasta unas dimensiones maximas de 200x15 mm.
=  To cut Copper and Aluminium until 200x15 mm. maximum dimensions

ENVASADO/PACKAGING:

Sin caja de transporte / Without transport box.
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