2200-Series Power Motors with Bolt-On Gearing

SPECIFICATIONS
TORQUE AIR
R.P.M. OUTPUT  CONSUMPTION  SOUND LEVEL
FREE LOAD SPEED STALL @MAX. H.P. @FREE SPEED @FREE SPEED  WEIGHT GEAR
MODEL SPINDLE  SPEED @MAX. H.P. Ib.ft. Nm Ib.ft. Nm  gcFM s dB(A) Ibs. kg. REDUCTION
NON-REVERSIBLE - .85 H.P.
7800-1B | 1/2" Keyed 18,000 | 9,000 1.00 1.4 b0 | .68 41.7 119.7 78 424 1191 Single
7801-1B | 1/2" Keyed 4,600 | 2,400 400 | 55 1.86 | 25 417 | 19.7 78 424 1191 Single
7802-1B 1/2" Keyed 2,500 1,300 7.50 | 10.3 3.43 4.7 41.7 | 19.7 78 424 | 191 Single
7803-1B | 1/2" Keyed 1,200 600 16.00 | 21.9 7.44 [ 10.2 417 (197 78 5.17 | 2.33 | Double
7804-1B | 1/2" Keyed 650 320 30.00 | 41.2 13.95 | 19.1 417 119.7 78 517 | 2.33 Double
7805-1B | 1/2" Keyed 350 170 55.00 | 75.5 | 26.25 |36.0 | 41.7]19.7 78 5.17 | 2.33 | Double
7812-1B [1/2"-20 Th'd. 350 170 55.00 | 75.5 26.25 | 36.0 41.7 119.7 78 517 | 2.33 Double
7813-1B |1/2"-20 Th'd. 650 320 30.00 | 41.2 13.95 | 19.1 41.7 1 19.7 78 517 | 2.33 Double
7814-1B |1/2"-20 Th'd. 18,000 | 9,000 1.00 1.4 b0 | .68 41.7 119.7 78 424 1191 Single
7815-1B |[1/2"-20 Th'd. 1,200 600 16.00 | 21.9 7.44 1102 41.7 119.7 78 517 | 2.33 Double
7816-1B |1/2"-20 Th'd. 4,600 | 2,400 4.00 5.5 186 25 41.7 119.7 78 424 1191 Single
7817-1B |1/2"-20 Th'd. 2,500 1,300 7.50 | 10.3 3.43 4.7 41.7 119.7 78 424 | 1.91 Single
REVERSIBLE - .70 H.P.
7806-1B | 1/2"Keyed [ 13,600 [ 7,000 100 [ 14 52 71 | 373|176 85* 436 | 1.96 | single
7807-1B 1/2" Keyed 3,400 1,800 4.00 5.5 2.04 2.8 373|176 85* 4.36 | 1.96 Single
7808-1B | 1/2" Keyed 1,800 | 1,000 740 | 102 | 367| 50 | 873|176 85* 436 [ 1.96 | Single
7809-1B | 1/2" Keyed 850 | 450 | 1550|213 | 816|112 | 373|176 85* 567 | 255 | Double
7810-1B | 1/2" Keyed 450 | 240 | 29.00 |39.8 | 1530 [21.0 | 87.3[17.6 85* 567 | 255 | Double
7811-1B | 1/2" Keyed 260 | 130 | 54.00 | 740 | 2820387 | 373176 85+ 567 | 255 | Double
*Requires installation for reversible motors - shown on page 85.
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Model Model
7800-B (-18, -28, -48B) 5,700 11,400 17,100 7814-B(-1B) 5,700 11,400 17,100
7801-B (1B, -28, -38,-48) 1,440 2,880 4,320 7816-B (-1B) 1,440 2,880 4,320
7802-B (-1B, -2B, -4B) 795 1,590 2,385 7817-B (-1B) 795 1,590 2,385
7803-B (-1B, -2B, -38,-4B) 378 756 1,134 7815-B (-1B) 378 756 1,134
7804-B (1B, -2B, -38) 204 408 612 7813-B (-1B) 204 408 612
7805-B (-1B, -3B, -4B) 110 220 330 7812-B (-1B) 110 220 330

STANDARD EQUIPMENT

Steel motor housing, flush-type grease fittings
at rotation points for gear and bearing lubri-

cation, exhaust manifold rotatable within 360°,

and muffler.

EQUIPMENT OPTIONS
37895-1 Foot Bracket

Provisions for flange mounting is standard

26 o agll models.

378951

31651

33907

30018

Adapter.

Rod Adapter.

3/8" (9.5 mm) cap. Drill Chuck.

1/2" (12.7 mm) Male Square-Drive

1/2” (12.7 mm) I.D. Female Stirring

1/2" (12.7 mm) cap. Drill Chuck.

OPTIONS FOR FORWARD-ROTATION
MODELS WITH THREADED SPINDLES
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Dimensions — 2200-Series Power Motors & Mounts @ IngersollRand.

2200-SERIES AND MOUNTING

ACCESSORY DIMENSIONS  * ’ >
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\ MOUNTING HOLES
2 SHEAR KEYS, TOTAL 60 FT. LBS. REVERSIBLE ROTATION,
SHEAR STRENGTH SINGLE REDUCTION SHOWN
Gear _>| F |<_
Models Reduction | DIMENSION A b | _
7800-1B 7801-1B 7802-1B | Single 8-1/8 |
7806-1B 7807-1B 7808-1B 206 mm
7803-1B 7804-1B 7805-1B | Double 9-29/32
7809-1B 7810-1B 7811-1B 252 mm I
7814-1B 7816-1B 7817-1B | Single 7-5/32 L
182 mm
781218 7813-1B 7815-1B | Double 8-15/16 THREADED AIR INLETS,
227 mm SPINDLE SINGLE DIRECTION MOTORS
F-Keyed F-Th'd.
Scale B Cc D E spin!éle Spindle G H 1 L M N
Inches | 2-11/16 | 1.7490 781 14990 1.615 646 125 299 | 1/2"-20 1/4 1.432 | 10-24
1.7495 812 | 4995 1.653 684 126 309 | UNF-2A NPTF 1.442 | UNC-2B
mm 68 44.42 19.84 | 12.67 41.02 16.41 3.18 759 | Thread Air 36.37 | Thread
44.44 2062 |12.69 41.99 17.37 3.20 7.85 Inlet 36.63
W-Fwd. W X-Fwd. X
Scale o P Q S T u v Rotation [R bl | R i R bl
Inches | 7/8 113 2 4-7/8 3-1/2 1-1/16 1-13/16 1-3/8 1 3-1/2 3-7/16
165
mm 22 2.87 51 124 89 27 46 35 25 89 87
4.19
193 - .213 (4.90 - 5.41 mm) DIA. THRU
< G C’BORE .365 - .385 (9.27 - 9.78 mm) DIA. X
e .193 - .213 DEEP (FOR Y154-51 SCREWS)
> 45° (TYP)—™]

1.432 - 1.442
36.57 mm) DIA.

bl ¢
T 36.62 mm) DIA. X

t
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193 - 213 (4.90 - 5.41 mm) DIA. THRU l b ([ -
¥ C’BORE .365 - .385 (9.27 - 9.78 mm) DIA. '/S
o o DEPTH SHOWN - 4 HOLES
T T
|<—c—> tt 193 - 213 (4.90 - 5.41 mm)/ N~
e— p—»| DIA. THRU 2 HOLES < | e
37895-1 FOOT MOUNTING BRACKET
Scale A B C D E F G H
inches | .865 | 2.115 | 1.843 | 2.421 281 A77 958 | 3-1/8
886 | 2135 | 1.875 | 2453 | .343 197 978

mm  |21.97 53.72 46.81 61.49 7.14 4.50 24.33 79.38
22.48 54.23 47.63 62.31 8.71 5.00 24.84

Scale 1 J L M N (o] R S
Inches 2 .333 1.427 .833 1.240 615 1.750| .640
.353 1.447 .853 1.260 635 1.751 687

mm 50.80 8.46 36.25 21.16 31.50 15.62 | 44.45 | 16.26
8.97 36.75 21.67 32.00 16.13 | 44.48 | 17.45 27
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En Pegamo Suministro Industrial llevamos desde 1982 vendiendo, alquilando
y reparando Herramienta Hidraulica, Herramienta Neumatica y Herramienta
Manual de las principales marcas del mercado.

Te asesoramos para que encuentres la mejor solucion a las necesidades de
tu empresa.

CONTACTA CON NOSOTROS

Pol. Lintzirin Gaina, B2 suministros@pegamo.es
20180 Oiartzun. T. 943 491788
Gipuzkoa - Spain F. 943 371 001

(9 MAQUINARIA SUMINISTRO CARRETILLAS
GRUPO PEGAMO DESDE 1982 = ESPECIAL INDUSTRIAL ELEVADORAS WWW.PEGAMO.ES



