0-Series Forward-Rotation Milling Motors

SPECIFICATIONS
TORQUE AR
R.P.M. OUTPUT CONSUMPTION SOUND LEVEL
FREE LOAD SPEED STALL @MAX. H.P. @FREE SPEED @FREE SPEED  WEIGHT GEAR
MODEL SPINDLE SPEED @MAX. H.P. Ib.ft. Nm Ib. ft. Nm SCFM L/s dB(A) Ibs. kg. REDUCTION
NON-REVERSIBLE - .60 H.P.
8232-1 19,000 9,800 .70 9 .32 4 1 41.0 19.4 80 287 | 1.29 Single
8232-2 1/4" 5,700 2,900 2.15 2.9 1.10 | 1.5 | 41.0 194 80 2.87 | 1.29 Single
8232-3 Maximum 3,500 1,750 3.50 47 180 | 24 | 41.0 19.4 80 287 | 1.29 Single
8232-4 Collet 2,800 1,400 4.50 6.1 220 | 30 | 41.0 194 80 2.87 | 1.29 Single
8232-5 Capacity 1,650 840 750 | 10.2 3.80 | 5.1 41.0 19.4 80 3.62 | 1.63 Double
8232-6 1,000 500 | 12.00 | 16.3 6.20 | 84 | 41.0 194 80 3.62 | 1.63 Double
8232-7 800 390 | 14.80 | 20.0 8.00 |10.8 | 41.0 194 80 3.62 | 1.63 Double
Collet Minimum Capacity Maximum Capacity
Insert No. Size Inches mm Inches mm
31812-1 3/64" 1/64" 40 3/64" 1.19
31812-2 5/64" 3/64" 1.19 5/64" 1.98
31812-3 3/32" 1/16" 1.69 3/32" 2.38
31812-4 1/8" 3/32" 2.38 1/8" 3.18
31812-5 5/32" 1/8" 3.18 5/32" 3.97
31812-6 3/16" 5/32" 3.97 3/16" 4,76
31812-7 7/32" 3/16" 4.76 7/32" 5.66
31812-8 1/4" 7/32" 5.56 1/4" 6.35
Approx. Tooling Penetration - 1 1/4" (31.8mm)
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Model
8229-1A,8230-1A,8232-1 6,000 12,000 18,000
8220-2A,8230-24,8232-2 1,800 3,600 5,400
8229-3A,8230-3A,8232-3 1,110 2,220 3,330
8220-4A,8230-4A,8232-4 888 1,776 2,664
8229-5A,8230-5A,8232-5 520 1,040 1,560
8229-6A,8230-6A,8232-6 315 630 945
8229-7A,8230-7A,8232:7 252 504 756
8229-8A,8230-8A 189 378 567
8220-9A,8230-9A 159 318 477

STANDARD EQUIPMENT

EQUIPMENT OPTIONS

Steel motor housing, flush-type grease fittings
at rotation points for gear and bearing lubri-
cation, exhaust manifold rotatable within 360°,
muffler, integral collet spindle with 31812-8 1/4"
capacity collet for end mills and Woodruff key
slot cutters, duplex bearing on drive spindle for
maximum radial support.

NO COST OPTION

Another size collet insert may be substituted
for the standard 1/4" capacity insert. Specify
collet insert 31812-() in the desired size from
the chart below.

45057 Foot Bracket

41561 Flange Bracket

41561 FOOT
MOUNTING
BRACKET

41561 FLANGE
MOUNTING
BRACKET
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Dimensions — 0-Series Milling Motors & Mounts

0-SERIES AND MOUNTING
ACCESSORY DIMENSIONS
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MANIFOLD ADJUSTABLE 360°

1-1/2 HEX (1-9/16 DIA.) DOUBLE

REDUCTION MODELS ONLY

FORWARD ROTATION, DOUBLE REDUCTION SHOWN
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41561 FLANGE MOUNTING BRACKET

Gear i )
Models Reduction | Pimension A
) 6-7/8
Single
8232-( ) 175 mm
8-3/16
Double 208 mm
Scale B C D F L (o] R
Inches 1-3/4 1.740 1-5/32 15/16 1/4 7/8 2
1.739 (Approx.) NPTF
mm 44 44.20 29 24 Air 22 51
4417 (Approx.) Inlet
Scale S T U Vv w X
Inches 4-7/8 3-13/32 1-1/16 1-13/16 1 3-7/16
mm 124 86 27 46 25 87
~ 1 D
13/64 - 7/32 (5.16 - 5.56 mm) DIA. THRU —¥ ¥ *
C'BORE 3/8 - 25/64 (9.53 - 9.92 mm) DIA. ) N
DEPTH SHOWN - 2 HOLES i
~ o) l
\ A v
i\ \'Z |<— K —»I
»>llev—>

.318 - .338 (8.08 - 8.59
mm) DIA. THRU C'BORE
1490 - 5.10(12.45 - 12.95

mm) DIA. DEPTH
SHOWN - 4 HOLES
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45057 FOOT MOUNTING BRACKET

Scale A B (&3 D E F Scale A B (o] D E F G H 1 J
Inches| 1.741| 2.745| 1.370| 1.240 490 | .146 | | Inches 1.741| 2.749|3-9/16 | 3-3/4 .609 | .296 17 | 4-3/8 | 3-3/4 | .296
1.740 | 2.755 | 1.380| 1.260 510 | .166 1.740 | 2.751 640 | .328 .328
mm | 44.22 69.72 | 34.80 |31.50 | 12.45 | 3.71 mm 4422 |69.82 | 90.49 | 95.25|15.47 | 7.52 25.40|111.13| 95.25| 7.52
44.20 | 69.98 | 35.05 |32.00 12.95 | 4.22 44.20 | 69.88 16.26 | 8.33 8.33
Scale G H | J K Scale K M N (o] T U \" w X
Inches| 1/64 3-3/8 2-9/16 1/4 1 Inches| 2.343 1.995 1.995 .995 109 | 1.984 .985 499 173
3/64 2.406 | 2.005 | 2.005 | 1.005 140 | 2.015 1.015 .500 198
mm 0.40 85.73 65.09 6.35 | 25.40 mm | 59.41 50.67 50.67 | 25.27 2.77 |50.39 | 25.02 |12.67 4.39
1.19 61.11 50.93 50.93 | 25.53 3.56 |51.18 | 25.78 |12.70 5.03
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SUMINISTRO
INDUSTRIAL

En Pegamo Suministro Industrial llevamos desde 1982 vendiendo, alquilando
y reparando Herramienta Hidraulica, Herramienta Neumatica y Herramienta
Manual de las principales marcas del mercado.

Te asesoramos para que encuentres la mejor solucion a las necesidades de
tu empresa.

CONTACTA CON NOSOTROS

Pol. Lintzirin Gaina, B2 suministros@pegamo.es
20180 Oiartzun. T. 943 491788
Gipuzkoa - Spain F. 943 371 001
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