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Réduction du temps, réduction des coiits, augmentation de la sécurité.

Technical details:

Produce torques in excess of 6.800 Nm / 5,000 ft.lbs

Best combination between Air Motor & Gearbox Technologies.
Highest power to weight ratio of any tools on the market.
Minimize downtime with tooling designed to last.

Soft Start trigger.

Release to stop safety option.

Ergonomical designed.

Lightweight & non-impacting.

Tooling accuracy guaranteed with +/-5%.

Forward & Reverse control Switch.

Delivered with standard reaction arm, customized reaction
systems. available on demand.

Easy access to difficult bolts even when Long Studs.
Customized Offset gearbox available for confined area.
Noise level below 75 decibels - No risk for Operator
Vibration level below 2.5 m/s2 - No risk for Operator

No vibration claims and No Downtime

RG-500 RG-800 RG-1400 RG-50
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TORQUE [ seeen | DIMENSIONS —

AT - - WEIGHT
Nm ] ﬂ:lbs - MM inch | MM | inch | MM | inch KG Ibs
RG500 3/4” 150-750 100-550 35 185 7.3 60 2,4 69 2,75 2,9 6,60
RG500-A 3/4” 275-750 200-550 160 241 9,5 60 2,4 69 2,75 4 8,80
RG800 3/4” 200-1100 150-800 30 196 775 | 72 | 284 83 33 43 9,5
RGB00-A 3/4" 400-1100 300-800 170 247 9,75 72 2,8 83 33 52 11,5
RG1400 1” 400-1900 300-1400 15 228 9 76 3 93 3,3 5,6 12,5
RG1400-A 1” 700-1900 500-1400 69 292 11,5 76 3 83 3,3 7,2 16
RG1800 5 g 700-2450 500-1800 10 228 9 76 3 83 3,3 5,6 12,5
RG1800-A 1" 950-2450 700-1800 53 292 11,5 76 3 83 3,3 7.2 16
RG30 1" 1400-4050 | 1000-3000 14 335 13,2 78 31 93 3,7 9,2 20,5
RG30-A 1” 1900-4050 | 1400-3000 55 398 15,7 78 3,1 86 3,4 11,3 25
RG50 11/2" 2000-6800 | 1500-5000 7 353 13,9 101 4 93 3,7 12,7 28

RG-FRL Filter - Regulator - Lubrificator Mounted on aluminium carrying cage
A = High speed models

REDUCE DOWNTIME, REDUCE COSTS,
REDUCE RE-WORK AND KEEP HIGH
SAFETY & HEALTH LEVEL!

NOISE IS THE INVISIBLE MENACE!

Reaction arms

Conform to EC 2002/44 from June 25th 2002, 1ISO 2631-1 & 5349
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