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ISO 9001 Supplier

EN 950  |  Plastic Three Spoked 

Handwheels

With or without Revolving Handle • Blank Type

Body  Phenolic plastic, black glossy  

Hub  Black oxide steel, blank,  

no pilot hole, molded in  

Revolving  Plastic, zinc-plated steel 

Handle  spindle

Diameter D 3.86 – 14.76 inch (100 – 375 mm)

Diameter d1 .94 – 2.28 inch (24 – 58 mm) Elesa Model VR.FP+

VPRA/MR  |  Plastic Solid Disk 

Handwheels

With Locking Retractable Handle

Body Black phenolic plastic

Hub Steel, zinc-plated, molded-in

Retracing  Plastic with zinc-plated steel 

Mechanism  stem 

Diameter D  3.94 – 11.81 inch  

(100 – 300 mm)

Diameter d2 .157 – .236 inch or 4 – 6 mm

GN 949  |  Stainless Steel 

Handwheels

With or without Revolving Handle • Metric Size

Body Stainless Steel, 1.4308  

Revolving similar to GN 598.1 

Handle

Diameter d1 3.94 – 6.30 inch (100 – 160 mm)

Diameter d2 10 – 16 mm

EN 940  |  Plastic Three Spoked 

Handwheels

With or without Revolving Handle •  

Large Hub Design

Body  Phenolic plastic, black 

Hub Black oxide steel, molded in  

Revolving  Plastic, zinc-plated steel 

Handle  spindle

Diameter D 4.92 – 9.80 inch (125 – 249 mm)

Diameter d .394 – .472 inch (10 – 12 mm)

ISO 9001 Supplier

ISO 9001 Supplier
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Elesa Model VRU+I


