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bolt tensioner.

PEGAMO

TMR BOLT TENSIONER

Manual Return Bolt Tensioner

* Piston stroke indication

¢ Compatible with TPR
Tensioner range

¢ Piston / cylinder misalignment
compensation

¢ Bolt coverage from 1" to
3 1/2" with just 4 tools

¢ Designed to fit BS1560 / ANSI
B16.5 / APl flanges

¢ Fully enclosed load cell design
eliminates entry of debris into piston
retraction mechanism



MANUAL RETURN BOLT TENSIONER

Our economy range of bolt tensioners offer low-cost
tensioning solutions.

Incorporating our unique quick-release bridge adaptation,
a range of adapter kits provide maximum flexibility.
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Specifications and Dimensional Data
A é « Piston stroke - 15mm (excluding TMR1 - 10mm)
3 * Max tool pressure - 21,750 psi (1,500 bar)
= 2 « Bolt protrusion above nut = 1 x bolt diameter
D o * ‘D’ includes an allowance for tool removal after
B @ bolt tightening with 15mm tool stroke
5 = :
b | e 7 @ « Weight excludes puller sleeve
e * Product development is constantly taking place
A : and dimensions may change without notice
Yy 9
Tool Ref Bolt Dia Tool Load | Hydraulic Area | ‘A’ ‘B’ ‘C’ AJF ‘D Approx
Imperial Metric it Imp Met Wt
Number Number  [Ton (Short) KN | in® mm’| mm mm mm bolts bolts kg
1" TMR10002 | M24 TMR10005 955 68 165 165
™ !
il 1-1/8" TMR10003 | M27 TMRio004 | o' 2801 [ 200 S18673 | 8 98.5 72 171 168 0
1" TMR20002 | M24 TMR20006 105.5 75 186 186
M27  TMR20007 1085 80 189
TMR 2 1-1/8" TMR20003 | M30 TMR20008 | 506 450 | 465 3001 | 108 108.5 80 192 195 45
1-1/4" TMR20004 | M33 TMR20009 1115 84 199 201
1-3/8" TMR20005 | M36 TMR20010 1145 89 206 207
1-1/4" TMR30002 | M33 TMR30006 115 88 200 202
TMR 3 1-3/8" TMR30003 | M36 TMR30007 1145 9 207 208
1-1/2" TMR30004 | M39 TMR30008 = 660 | 682 4401 ) A5 | g 9% 213 214 =
1-5/8" TMR30005 | M42 TMR30009 121 105 219 221
1-1/2" TMR40003 | M39 TMR40008 118 112 217 218
1-5/8" TMR40004 | M42 TMR40009 121 114 223 224
TMR 4 1-3/4" TMR40005 | M45 TMR40010 | 112 1000 | 1034 6668 | 1475 | 1245 118 229 231 85
1-7/8" TMR40006 | M43 TMR40011 1275 114 236 237
2"  TMR40007 130.5 120 242
2" TMRS50003 | M52 TMR50007 134 120 %ee 2
2-1/4" TMR50004 | M56 TMRS0008 140.5 138 266 265
TMR 5 M60  TMR50009
2-1/2" TMRS0005 | Me4 TMRsooto | 198 1500 | 1550 10003 1805 | 147 138 269 14.0
2-3/4" TMR50006 | M68 TMRS0011 147 183 | 219 280
M70 TMRS0012 153 156 291 290
2-3/4" TMR60003 | M72 TMRG00O7 156 157 303 306
3" TMR60004 | M76 TMR60008 162 182 316 317
TMR 6 M80 TMRG60009 | 281 2500 | 25.84 16671 | 227 168 190 321 23.0
3-1/4" TMR60005 | M85 TMRG0O10 168 190 329 332
3-1/2" TMR60006 | M90 TMRG0O11 174 205 341 343
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TPR

bolt tensioner.

PEGAMO

TPR BOLT TENSIONER

Spring Return Bolt Tensioner

* Unique quick release
bridge adaptation

¢ Piston overstroke prevention

* Piston stroke indication

¢ Compatible with TMR
Tensioner range

¢ Piston / cylinder misalignment
compensation

¢ Bolt coverage from 1" to
3 1/2" with just 4 tools

¢ Designed to fit BS1560 / ANSI
B16.5 /AP flanges

¢ Fully enclosed load cell design
eliminates entry of debris into
piston retraction mechanism




SPRING RETURN BOLT TENSIONER
Our spring return bolt tensioner reduces operator fatigue,
saving time and improving safety and productivity.

Specifications and Dimensional Data
.§ * Piston stroke - 10mm
é * Max tool pressure - 21,750 psi (1,500 bar)
2 * Bolt protrusion above nut = 1 x bolt diameter
g ‘D’ includes an allowance for tool removal after
3 bolt tightening with 10mm tool stroke
S + Weight excludes puller sleeve
_ « Product development is constantly taking place
C and dimensions may change without notice
alf
Tool Ref Bolt Dia Tool Load | Hydraulic Area | ‘A’ ‘B’ ‘C’ AJF ‘D’ Approx
Kit Kit Wt
[mperial ~ Number| Metric  Aumber |Ton(Short) KN | in? mm?| mm mm mm | imp bolts Met bolts kg
1" TPR10003 | M24 TPR10007 17 68 175 175
TPRT  [11/8" Tpriooos | M2z TeRiogog | 31 280 | 289 1867 87 | 455 | gz | gy 78 34
1" TPR20003 | M24  TPR20011 17 75 175 175
M27  TPR20013 120 80 178
TPR 2 1-1/8" TPR20005 | M30  TPR20014 | 506 450 | 4.65 3001 103 120 80 181 184 5.1
1-1/4" TPR20007 | M33  TPR20015 123 84 188 190
1-3/8" TPR20009 | M36  TPR20016 126 89 195 196
1-1/4" TPR30003 | M33 TPR30011 123 88 180 192
TPR 3 1-3/8" TPR30005 | M36  TPR30012 126 9 197 198
1-1/2" TPR30007 | M3s  TPRsoo1a | ¢ 660 | 682 440 | M8 | 44 9% | 203 204 L
1-5/8" TPR30009 | M42  TPR30014 133 105 209 211
1-1/2" TPR40004 | M39  TPR40014 132 112 211 212
1-5/8" TPR40006 | M42  TPR40015 135 114 217 218
TPR 4 1-3/4" TPR40008 | M45  TPR40016 | 112 1000 | 1034 6668 | 1405 139 118 223 225 9.4
1-7/8" TPR40010 | M48  TPR40017 142 114 230 231
2"  TPR40012 145 120 236
2" TPRS0004 | M52  TPRS0012
2-1/4" TPRS50006 | M56  TPRS0013 Lol L I
TPR 5 M60 TPR50015
2-1/2" TPRS0008 | Me4  TPRsoote | 158 1500 [ 1550 10003 | 1755 }211 :g = % 159
2-3/4" TPR50010 | M68  TPR50018 167 166 284 283
M70 TPR50020
2-3/4" TPRO60004 | M72  TPR0G0014 167 157 294 207
3" TPR060006 | M76  TPRO60016 174 182 307 308 27.0
TPR6 M80 TPROG0018 | 281 2500 | 25.84 16671 | 219 180 190 312 :
3-1/4" TPROG0008 | M85  TPR0OG0020 180 190 320 33
3-1/2" TPROG0OTO | M90  TPR0G0022 186 205 332 34
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TSS

TSS BOLT TENSIONER

Quick Reaction SubSea Tensioner

¢ Visible piston stroke indication

¢ Piston/ cylinder misalignment
compensation

¢ Anti-slip cylinder surface for

improved handling

Low friction seals

Anti-corrosion coating

Bolt coverage from 3/4" to 3 1/2"

Designed to fit BS1560 / ANSI B16.5 /

API flanges, as well as most

compact flange designs

bolt tensioner.
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QUICK REACTION SUBSEA BOLT TENSIONER

QOur Subsea bolt tensioner incorporating the quick reaction
nut feature reduces diver fatigue, improving diver safety

and productivity.
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* Piston stroke - 30mm (Except TSS1 - 20mm)

* Max tool pressure - 21,750psi (1,500 bar)

* ‘D’ includes an allowance for tool removal after bolt tightening
with 30mm tool stroke

* Product development is constantly taking place and dimensions
may change without notice
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PHPA

@
PEGAMO

AIR/HYDRAULIC

Power Pack
21,750 PSI/1,500 BAR

* Portable and easy to handle
¢ Stainless steel frame

Includes:

¢ Filter, regulator, lubricator

including gauge

¢ On/off ball valve

* Stainless steel inlet strainer

¢ Stainless steel high pressure gauge,
glycerine filled

* Stainless steel pressure

release valve

* Stainless steel manifold



TENSIONER POWER PACKS

Our air/hydraulic power pack is designed with your demanding bolt tensioning applications in
mind. The PHPA-1500 includes our PMA series pump in a ready to use package.

Specifications and Dimensional Data

PHPA-1500
POWER PACK

PETTH
NELISTRAAL

PEGAMO

. Max. recom-
Max. air drive| Max. outlet _| Max output
Type: Pump ratio: Drive: pressure: pressure: m:m flow:
SINGLE 0.84 LTR/MIN
AcTNG- | AIR/ 1,700 1500 | B
SINGLE NITROGEN 25,750* e T
STAGE
) CONNECTIONS:
%‘m Measurements: Weight: Air drive Inlet Qutlet
temp system: pressure: pressure:
600mmx380mimx
. APPROX.
-2 AND 60°C 45088 25 kg 3/8" BSP 1/2" BSP M16X 1.5
(28 AND 140°F) (55 Ibs)
(23.6" X15" X19")
*Do not operate above max tensioner pressure of 21,750 psi/1,500 bar.




